LENNSON PRO
SINGLE CAB

BASE VEHICLE
INEOS GRENADIER QUARTERMASTER




At LETECH, the field of special vehicle construc-
tion is regarded as the ,supreme discipline.”
Our particular strength lies in the ability to tailor
and optimize vehicles through technical
modifications and innovations. Based on the
INEOS Grenadier Quartermaster, we have deve-
loped a special model designed entirely to meet
your specific requirements. The focus is always
on maximizing functionality and operational
capability.

Single Cab conversion from
€37,500.00*

* Excl. VAT. Price may vary depending on equipment and optional features.
All prices are subject to change.



MAXIMUM USABILITY

The modifications to the bodywork open up numerous possible uses, from conversion to an expedition
vehicle with a living cabin to an extended loading area.

MADE IN GERMANY
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FOR THE LENNSON PRO SINGLE CAB.



LENNSON PRO SINGLE CAB

45°

HIGH CLIMBING
CAPABILITY FOR
EXTREME TERRAIN

Whether steep mountain slopes,
rocky trails, or deep sand dunes -
the vehicle is designed for
maximum traction and stability.
With a climbing capability of up to
45 degrees, it reliably conquers
even the most demanding terrain.
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MAXIMUM OFF-ROAD CAPABILITY

The Lennson Pro Single Cab also features a portal axle conversion, providing exceptional off-road performance.
To complete the vehicle, this special model optionally includes a gross weight upgrade, increasing the permis-
sible total weight to 4,250 kg.*

*Option 1: Air-assisted, active, and self-regulating
Option 2: Passive (coil spring and stabilizer)



LENNSON PRO SINGLE CAB
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COMPARISON

Dimensions / Geometry

Lennson Pro Single Cab
(with Portal Axles)

Lennson Single Cab
(without Portal Axles)

Length [mm] 5440 5440
Width With mirrors [mm] 2146 2146
Width Without mirrors [mm)] 2140 1943
Vehicle Height [mm]* 2190 2019
Track Width [mm] 1833 1645
Front Overhang [mm] 885 885
Rear Overhang [mm)] 1328 1328
Wheelbase [mm] 3227 3227
Ground Clearence [mm] 450 264
Approach Angle [°] 45,5 35,5
Ramp Breakover Angle [°] 39,5 26,2
Departure Angle [°] 38 22,6
Gradibility [°] 45 45
Wading Depth [mm] 1050 800
Kerb Weight ( [kg]* 2580 2390
Permissible Total Weight [kg]* 3500/4250 3500/4250

* Specifications may vary based on selected features and optional equipment.
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REGISTER USING THE
FOLLOWING BUTTON!

Phone: +49 (0) 7182 935650
Mail: sales@lennartz-technik.de

CLICK HERE
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https://lennartz-technik.de/en/interest-singlecab/




LETECH GmbH & Co. KG
Reizenwiesen 19

73642 Welzheim

Phone: +49 (0) 7182 935650

Mail: sales@lennartz-technik.de

Further information:
We reserve the right to make technical and visual changes in the course of product develop-
ment. Some of the illustrations show accessories that are not included in the scope of delivery

of the item described. Some visuals may be Al-generated or -enhanced for illustration purposes.

All products are protected by a utility model. Unauthorised imitation or copying will have legal
consequences for the originator.
Last update of the information: 06/2025

LENNARTZ-TECHNIK.DE


https://lennartz-technik.de/
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